
 

 

LED Source: One or Two High Power LEDs 

Total Power Consumption:   

80W Unit = 87W 

100W Unit = 119W 

140W Unit = 147W 

180W Unit = 187W 

200W Unit = 207W 

LED Efficiency: 100 lm/w 

LED Luminous flux @ 25C:  

80W Unit   = 8,000 lm 

100W Unit = 10,000 lm 

140W Unit = 14,000 lm 

180W Unit = 18,000 lm 

200W Unit= 20,000 lm 

Power Factor (PF): > 0.95 

Color Temperature: Day White (4500-5000K) 

Effective Light Angle: 100° x 50° 

Voltage: AC(100Vac to 277 VAC) (50-60Hz)  

Options: 347VAC, 480VAC 

 

 

Construction: 

Rugged one‐piece die cast  aluminum housing and door frame. 

One‐piece silicone gasket protects the optics chamber from 

performance degrading contaminants. 

Mounting: 

Choice of 4 mounting systems featuring an internal bolt guide 

Operating Case Temp:  

80W Unit   = 64° C case @ 25° 

100W Unit = 66° C case@ 25° 

140W Unit = 69° C case@ 25° 

180W Unit = 71° C case @ 25° 

200W Unit = 79°C  case@ 25° 

Total LED Lumens at Operating Temp:  

80W Unit   = 7,360 lm 

100W Unit = 8,960 lm 

140W Unit = 13,440 lm 

180W Unit = 16,632 lm 

200W Unit = 18.634 lm 

CRI: Ra > 85 

IP Rating: IP66 

Environmentally Friendly: NO UV, IR, Lead or Mercury 

Non Delay Start 

Net Weight: 18.75 lbs 

30% LED Depreciation: >60,000Hrs 

High Intensity Tempered Glass Cover 

 

 

Finish: 

Housing and arm finished in a 5 stage polyester power coat paint. The 

finish color is dark Bronze. 

Reflector: 

Premium 95% reflective anodized aluminum or Stainless sheet  

All segments are rigidly mounted  

 

 

3 Year Labor and Part Warranty against manufacturer defect is provided to use under normal operating conditions. Proof of purchase must be provided when warranty 
service is requested. Notice that improper use or unauthorized repair will not be covered by the warranty. S3J Electronics reserves the right to make changes to this docu‐
ment and to the product without notice. 
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Project Name:          Location:                   Date:          Qty: 

Fixture Type:     Prepared by:             Comments:   

Specifications: 

Trunnion Mount System 
Post Mount System 
Pole Top Mount System 

Mounting Options: 

The LED Parking Lot / Security lamps Series  uses one or two high power LED arrays. The luminous flux is up to 18,634 lm.  
Over  70% electricity reduction can be achieved when compared to High Pressure Sodium lamps. 
 

   S3J Electronics WAL828 

Features: 



 

 

   S3J Electronics 

DIMENSION: 

FIXTURE MOUNTS: 
 
 

     Square Slip Fitter           Slip Fitter                        Trunnion               Trunnion Drilling Pattern        Slip Drilling Pattern 

MOUNTING CONFIGURATIONS & EPA: 
 
 

  Fixture Mount Single              Fixture Mount 2 @ 180           Fixture Mount  2 @ 90         Fixture Mount 3 @ 90            Fixture Mount 4 @ 90  
        
               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
(2) Square Fitter        EPA: 0.95                       EPA: 1.90                          EPA: 1.50                      EPA: 2.25                               EPA: 3.00 
(5) 20 Deg Square      EPA: 1.26                       EPA: 2.08                          EPA: 2.17                      EPA: 3.08                               EPA: 4.30 
(3) Slip Fitter              EPA: 1.60 @30 Deg.            EPA: 2.34 @30 Deg.         EPA: 2.47 @30 Deg.                        EPA: 3.41 @30 Deg.                                   EPA: 4.72 @30 Deg.         
(4) Trunnion               EPA: 2.24 @30 Deg.            EPA: 2.34 @30 Deg.         EPA: 2.47 @30 Deg.                        EPA: 3.41 @30 Deg.                                   EPA: 4.72 @30 Deg.          
 
 
 Effective Projected Area (EPA) Ratings for Fixtures (Mounting Code 2, 3, 4, 5)   
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LED WAL828 Parking Lot / Security Lamp Series                   

10.0” 

20 Deg. Square Slip Fitter 

10.0” 
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PHOTOMETRICS: 

TM = Top Post Mount 
TR  = Trunnion Mount 
PM  = Post Mount 

277=100-277VAC 
347= 347VAC 
480= 480VAC 

Model         Power     Color      Voltage     Mounting      

WAL828 

080=80W 
100=100W 
140=140W 
180=180W 
200=200W 

4=4500K - 5000K 

  S3J Electronics 

Ordering Information 

LED WAL828 Parking Lot / Security Lamp Series                   

80W 

100W 
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Mounting Height 20 feet          Mounting Height 25 feet           Mounting Height 30 feet 

Mounting Height 20 feet          Mounting Height 25 feet           Mounting Height 30 feet 
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PHOTOMETRICS: 

  S3J Electronics 

LED WAL828 Parking Lot / Security Lamp Series                   

140W 

180W 
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Mounting Height 20 feet          Mounting Height 25 feet           Mounting Height 30 feet 

Mounting Height 20 feet          Mounting Height 25 feet           Mounting Height 30 feet 
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